CEDARSHED PRODUCTS-MATERIAL SPECIFICATION SHEETS

sheds gazebos enclosed gazebos
floor selected grade | 2x4 joist 2x4 joist 2x4 joist
] and better 5/8" plywood 1 1/2" thick deck hoards 1 1/2" thick deck boards
framing selected grade  |2x3 framing 2x4 framing 2x4 framing
and better 2x4 beveled posts 2x4 beveled posts
6 ft high 7 ft high 7 ft high
Walls selected grade  |1/2" bevel shaped handrail 3/4" thick grooved cedar paneling
and better 2x2 baluster sidewall
Dutch door black powdered coated steel
double door black powdered coated steel |black wrought iron
sliding door black powdered coated steel
Door aluminum double track with 4
Hardware wheeled hangers (2)
solid door anitque nickel finish locking door set
screen door black screen door set with spring hinges
all windows 1/8" plexiglas 1/8" plexiglas
Windows Sunhouse 1/4" thermoclear
Specific 1/2" foam tape
Window all windows black powder coated steel black powder coated steel
Hardware sliding windows  |aluminum deuble track with 4 aluminum double track with 4
wheeled hangers (2) wheeled hangers (2)
1/2" tapersawn shakes 1/2" tapersawn shakes 1/2" tapersawn shakes
Roof 15 Ib. roofing felt 15 Ib. roofing felt 15 Ib. roofing felt
3/4" thick cedar roof batten 3/4" thick cedar grooved paneling 3/4" thick cedar grooved paneling
Trim selected grade  |3/4" thick cedar 3/4" thick cedar 3/4" thick cedar
Pieces and better
SCrews ceramic coated screws ceramic coated screws ceramic coated screws
Fasteners |nails hot dipped galvanized hot dipped galvanized hot dipped galvanized
SunHouse screws with neaprene washers
Specific
Gazebo 1" thick cedar frames 1" thick cedar frames
Screen .185" black spine .185" black spine
Kits 16x18 holefin. black fiberglas screening 16x18 holefin. black fiberglas

screening




CLUBHOUSE SPECIFICATION

Western Red Cedar shingle roof

All framing components are nominal 2”x3”
Floors consist of 2”x4” joist and 5/8” plywood
Siding is Wood Bevel Siding

Windows are made of cedar framing

with 1/8” thick Plexiglas.

Measurements for Clubhouse |
m < Dimemsion (mefric in brackets)
O ) Size gx12' 8'x 16’
(2438x3658) (2438x4877}
. 56.83 Sq. Fi. 85.25 Sq. Fi.
Inside Area (5.28 m?) (7.92 )
» A 105" (2667) 105" (2667)
_-5, B 94" (2388) 94" (2388)
< C 80" (2032} 80" {2032)
HEIGHT D 751" (1911) 75 14" (1911)
< E 105" (2667) 105" (2667)
L E | § F 093" (2362) 93" (2362)
G 88"(2235) 88"(2235)
< H 148" (3759) 194 15" (4940)
g | 144 58" (3674) 191" (4851)
o J 93" (2362) 139 %" (3543)
K 46 %" (1181) 46 12" (1181}
35 W"x72" 35 v"x72"
Door
{895x1828) (895x1828)
24"Wx28"H 24"Wx28"H
G Window Opening (610}(71 1) {610x711}
Sliding front Sliding front
functional window | functional window
A0"Wx34"H 40"Wx34"H
Window Opening {1016x864) (1016x864)
2 - Functional 2 - Functional
F awning windows | awning windows
WIDTH Weight 1375 Ibs 1960 Ibs
. i (623.70 kg) (889.06 kg)
L b Package Size 80"Lx50"Wx62"H | 80"Lx50"Wx82"H
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